
REGISTRATION OF A PRESSURE FITTING DESIGN

2202 2nd Avenue
Regina, SK S4R 1K3 Canada

1 (866) 530‐8599
info@tsask.ca
www.tsask.ca

13‐Apr‐21

Attention:

Item:

0A14541.53

TSASK Codes and Standards Compliance has registered the design listed above in accordance with The Boiler 
and Pressure Vessel Act and Regulations and CSA B51. The Canadian Registration Number (CRN) is:

Please note that every fitting shall be constructed in strict accordance with the registered design.

Yours truly,

Remarks:

A valid quality control program must be maintained at the production facility for the fitting registration to 
remain valid until the expiry date.

The fitting can be maufacturered at the Germany and US locations.

File Number:  11981

Williams Uju, P.Eng.

Codes and Standards Compliance

ProPress ‐ ProPress G and Propress Zero Lead (ZL)

Scope of CRN Registration ‐ Category "A"Catalog or Drawing:

Fitting registrations are required to be resubmitted for validation after ten (10) years from the registration 
date in accordance with CSA B51, Clause 4.2.1.

March 06, 2031

[ 0 F]

Manufacturer:    VIEGA  Holding GmbH & Co. KG / Viega LLCRe:

Expiry Date:

Should you require anything further, please do not hesitate to contact the Codes and Standards Compliance 
Office at your convenience. 

Emma Smith

P. O. Box 91072
Burnhamthorpe Rd.
Toronto, ON
M9C 5N5

AAOne





 Viega LLC

585 Interlocken Blvd                                                Broomfield  CO                                    80021 with its  facilities



VIEGA ProPress - ProPress G and ProPress Zero Lead (ZL) 

                                                                         Scope of CRN Renewal Registration  - Category “A”

Product  Catalog 704753-CAT-0110

Product  Catalog 724855_CAT_USA_0512

Design Code: ASME:  B31.1, B31.3, B31.9

Sizes – Design Pressure @Design Temp. ½”, ¾ ”, 1", 1¼",1 ½”, 2 

Sizes XL – Design Pressure @Design Temp.  2 ½”, 3", 4"

Design Pressure 200psi   @ Ambient Temp.                                            
160psi   @ Design Temp

Design Temperature 250 °F    

O-RING EPDM,FKM, HNBR

Additional Germany locations stated  under ISO Certificate 535734 Viega Holding GmbH & Co. KG 

Additional USA locations stated  under ISO Certificate 13489 Viega LLC

Logo: 

Materials: Cooper ASTM B88(UNS C12200) Bronze ASTM B62 (UNS C83600),ASTM B124(UNS C87700)&(UNS C87710)

ProPress - ProPress G and ProPress Zero Lead (ZL) 
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