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Broomfield, CO 80021
USA 
 
Phone  (800) 976-9819

viega.us

Viega ProPress and MegaPress systems are approved for over 2,500 standard

and non-standard applications. Visit viega.us/megapress for more information. 2,500+ APPLICATIONS
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Sounds interesting? Watch it in action:

It’s an innovative way to create branches from main runs or install 
instrumentation onto existing piping. The MegaPress Press-In Branch 
Connector is available for schedule 10 and 40 carbon steel pipe in 
sizes 11/2� through 4�, as well as 6�, with a 3/4� FPT outlet. As with other 
MegaPress products, it can be installed on partially drained systems, 
further reducing downtime during installation. The MegaPress
Press-in Branch Connector is approved for various applications,
including hydronic heating, cooling water and compressed gasses. 

This document is subject to updates. For the most current Viega literature please visit www.viega.us The term Viega does not apply to a specific company within the various separate and distinct companies 
comprising the Viega group of companies. The term Viega as used in this publication refers to the Viega brand itself or generally to the Viega group of companies. References to activities in North America specifically 
refer to activities of Viega LLC. Viega products are designed to be installed by licensed and trained plumbing and mechanical professionals who are familiar with Viega products and their installation. Installation by 
non-professionals may void Viega LLC’s warranty. ©2022, Viega®, MegaPress®, ProPress®, Smart Connect®, XL®, and Viega: Connected in quality® are trademarks of Viega Holding GmbH & Co. KG.

MEGAPRESS®

PRESS-IN BRANCH CONNECTOR

SEALING ELEMENTS: EPDM, FKM 
OPERATING TEMPERATURE: 0°F to 284°F 
PRESSURE: 200PSI 
SCH: 10 - 40 
SIZE: 11/2�, 2�, 21/2�, 3�, 4�, 6�

*FKM Sealing element available. Operating Temperature for MegaPress : 14°F to 284°F 

  Available for use with ASTM Schedule 10 or Schedule 40 carbon steel pipe

  Corrosion-resistant zinc nickel coating

  Available with EPDM or FKM sealing elements

  Installs in minutes – up to 80% faster than conventional methods

  Compatible with existing standard press tooling

  Tool kit contains all the accessories needed to correctly drill the hole, 
hold the appropriately sized branch connector and press it into place* 
     *(drill not included)


