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Tech Data

Viega Marine Approved Applications

Viega press fittings are only allowed in Class III piping systems.

Viega products must be installed by trained 
installers. MegaPress credential training 
is provided at no cost by Viega and is 
recommended every two years. Please 

contact Viega to arrange credential training onsite or at 
our training facility. Installation by non-professionals 
may void Viega LLC’s warranty.

WARNING! Product line application guides 
and chemical compatibility matrix are not all 
inclusive.

Application Profipress Sanpress Sanpress Inox Seapress® MegaPress®

Drinking Water ABS, DNV, GL, L ABS, DNV, GL, L ABS, DNV, GL, L DNV
Low Pressure Steam ABS

Heating DNV, GL, L ABS, DNV, GL, L ABS, DNV, GL, L DNV ABS
Cooling Water ABS, DNV, GL, L ABS, DNV, GL, L ABS, DNV, GL, L ABS, DNV ABS

Fire main / Sprinklers ABS, DNV, GL, L2 ABS, DNV, GL, L2 ABS, DNV, GL, L2 ABS, DNV, GL ABS
Foam DNV DNV ABS, DNV, GL

Seawater DNV DNV ABS, DNV, GL
Compressed Air DNV1, GL1, L1 ABS, DNV1, GL1, L1 ABS, DNV1, GL1, L1 ABS, DNV1 ABS

Vacuum ABS
Sewage Vacuum Discharge ABS

Bilge and Ballast L L L ABS, GL, L
Flammable Fuels* ABS*

Cargo Oil* ABS*
Fuel Oil* ABS*

Lubrication Oil* ABS*
Hydraulic Oil* ABS*

This document is subject to updates. For 
the most current Viega technical literature 
please visit www.viega.us.

* Application requiring an HNBR sealing elements. Sealing elements are interchangeable.
1 Not control air or starting air to essential systems.
2 Wet sprinklers only.

ABS American Bureau of Shipping
BV Bureau Veritas - no applications listed
DNV Det Norske Veritas
GL Germanischer Lloyd
L Lloyd’s Register
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